“RANGES 
AND STOVES 


2lcamongy store” 
NORwicu, con®: 
FOR SALE BY 
C. S. ANDREWS, 


-| 209 Main St., DANBURY, CONN, 


No. 7. 7in. Holes, Oven 18x18. No. 8. 8 in. Holes, Oven 20x20, 
No, 80, 8 in, Holes, Oven 18x18. No. go. gin. Holes, Oven 20x20, 


PLAIN, WITH HIGH SHELF. 


No.7. 7 in. Holes, Oven 18x18. No.8. 8 in. Holes, Oven 20x20. 
No. 80. 8 in. Holes, Oven 18x18, 
No. 90. gin. Holes, Oven 20x20, 
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PLAIN, WITH RESERVOIR, 


No. 80. 8in, Holes, Oven 18x18, No. 8 8 in. Holes, Oven 20x20, 


No. 90. g in. Holes, Oven 20x20, 


PLAIN, WITH RESERVOIR AND HIGH SHELF, 


No. 80, 8 in. Holes, Oven 18x18. No. 8. 8. in. Holes, Oven 20x20. 


No.0. gin. Holes, Oven 20x20, 


Richmond’s Triumph Range. 


WITH LOW HOT CLOSET. 
Holes, Oven 18x18, No. 8. 8in. Holes, Oven 20x20. 
Holes, Oven 18x18. No. go. g in. Holes, Oven 20x20. 
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PLAIN, WITH MANTLE CLOSET. 
. 7 in. Holes, Oven 18x18. No. 8 8 in. Holes, Oven 20x20. 
No. 80. 8 in. Holes, Oven 18x18. 
No. 90. 9 in. Holes, Oven 20x20. 
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WITH LOW HOT CLOSET AND RESERVOIR. 
No. 80. 8 in, Holes, Oven 18x18, No.8. 8 in. Holes, Oven 20x20. 
No. 90. gin. Holes, Oven 20x20. 


WITH LOW AND MANTLE CLOSET AND RESERVOIR. 


No. 80. 8 in. Holes, Oven 18xr&, No. 8. 8 in, Holes, Oven 20x20, 
No. 90. gin, Holes, Oven 20x20, 


RIGHTY-THREE THOUSAND 
RICHMOND RANGES 


IN USE. 


SPECIALTIES: 
Large, Ventilated Ovens. 
Smyth’s Patent Duplex Grate, or 
Plain, Clinkerless Grate. 
Illuminated 
Fine Castings, oe 


Perfect Fitting. 
Nickel Trimmings. 
Water Backs of Large Capacity. 
Adapted to the use of 
Coal, Coke or Wood. 
Every Range Warranted. 
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The Richmond Stove Company, 


Norwich, Conn. 


Fig. 1 represents the grate in proper position to start the 
fire, and the same in which it should be used. 
Fig. 2 represents the same reversed, allowing the ashes and 


. clinkers to escape’and retaining the fire. 


A quick downward motion of the lever from position, as 
shown in Fig. 1, reverses the grate to position shown in Fig. 2, 
and will relieve the fire-pot of all ashes and clinkers with- 
out any escape of dust. 

A quick upward movement of the lever will bring the grate 
into proper position. To secure a continuous fire, and main- 
tain the active operation of the range, it will be necessary to 
cut the fire two or three times in twenty-four hours, thus 

relieving it of the accumulation of ashes and cinders. 


